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Abracadeiras e acoplamentos
Rapidos para mangueira industrial




Encanamentos

MOVICONTROL

Abracadeiras de seguran¢a RK

RK SAFETY CLAMPS EN 14420-3 / DIN 2817: ALUMINIUM

Abracadeiras

Dimensions Nuts and bolts
ND For OD hose Height | Width Quantity Thread Weight/pc| Reference
hose min-max metric
mm mm mm mm Kg
15 13x5 22-24 50 51 4 B M6 0.12 RKO13
20| 19x6 | 30-33 50 63 4 M6 012 [RK019
25 | 25x6 36-39 50 69 4 M6 0.14 | RK025
32 | 32x6 43-46 50 76 4 M6 0.15 | RKO032
40 | 38x6.5 53-52 50 83 4 M6 0.15 RK038
50 | 50x8 63-67 56 102 4 M8 0.29 | RKO50
50 | 50x10 69-71 56 102 4 M8 0.33 | RKO50010*
65 | 63x8 78-82 74 120 4 M8 0.43 RK063
80 | 75x8 | 89-93 76 132 4 M8 049 |RKO75
80 | 75x10 | 94-97 76 132 4 M8 | 052 |RKo75010*
100| 100x8 114-119 120 166 4 M10 1.09 |RK100
100{100x10| 118-122 120 166 4 M10 1.15 | RK100010*
125012510 | 143-148 145 210 6 M10 1.88 |RK125
1501150x10 | 167-173 180 227 6 M12 3.78 |RK150
200(200x12 | 222-229 240 284 8 - M12 6.52 RK200

Production method: forging

Set of RK safety clamps = one pair of clamps, nuts and bolts included
Bolts: DIN 912 / EN ISO 4762, zinc plated 8.8
Nuts: DIN 934/ EN ISO 4032, zinc plated 8

* not complying with EN 14420-3

RK SAFETY CLAMPS EN 14420-3 / DIN 2817: BRASS

Dimensions Nuts and balts
ND | Hose OD hose Height | Width Quantity Thread Weight/pc | Reference
min-max metric

15 | 13x5 22-24 50 51 4 M6 029 | RKMO13

20 | 19x6 30-33 50 63 4 M6 034 | RKM019

25| 25x6 36-39 50 69 4 M6 039 | RKM025

32 | 32x6 43-46 50 76 4 M6 040 | RKM032

40 | 38x65 | 50-53 50 83 4 Mé 0.50 | RKM038

50 | 50x8 63-67 56 102 4 M8 0.90 | RKM050

50 | 50x10 | 69-71 56 102 4 M8 0.90 | RKMOS0010*

65 | 63x8 78-82 74 120 4 M8 121 | RKM063

65| 63x10 | 84-87 74 120 4 M8 131 | RKM063010*

80 | 75x8 89-93 76 132 4 M8 139 |RKMO75

80 | 75x10 | 94-97 76 132 4 M8 152 | RKM075010
100 | 100x8 | 114-119 120 166 4 M10 1.09 | RKM100

Production method: forging

Set of RK safety clamps = one pair of clamps, nuts and bolts included
Bolts: DIN 912 / EN ISO 4762, zinc plated 8.8
Nuts: DIN 934 / EN SO 4032, zinc plated 8

* not complying with EN 14420-3
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RK SAFETY CLAMPS EN 14420-3 / DIN 2817: STAINLESS STEEL

Dimensions Nuts and bolts
ND | Hose 0D hose Height | Width Quantity Thread Weight/pc| Reference
min-max metric
mm mm mm mm Kg

15| 13x5 22-24 50 51 4 Mé 0.25 |RKRO13

20| 19x6 30-33 50 63 4 M6 0.30 |RKRO19

25| 25%6 36-39 50 69 4 M6 0.33 | RKRO25

32 | 32x6 43 -46 50 76 4 Mé 037 | RKRO32

40 | 38x6.5 50-53 50 83 4 Mé& 0.41 RKR038

50 | 50x8 63 -67 56 102 4 M8 0.69 | RKROS0

65 | 63x8 78-82 74 120 4 M8 1.06 | RKRO63

80| 75x8 89-93 76 132 4 M8 1.20 RKRO75
100 100x8 | 114-119 120 166 4 M10 290 |RKR100

Production method: investment casting

Set of RK safety clamps = one pair of clamps, nuts and bolts included
Bolts: DIN 912 / EN ISO 4762, stainless steel A.2

Nuts: DIN 934 / EN 1SO 4032, stainless steel A.2
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Acoplamentos Rapidos

ND Inch Thread Material Weight/pc Reference
DIN 2999 Kg

6 1/4" R1/4 Galvanized steel 0.14 EAMO06

10 3/8" R3/8 Galvanized steel 0.15 EAMO10
15 172" R1/2 Galvanized steel 0.15 EAMO13

20 3/4" R3/4 Galvanized steel 0.18 EAMO19

25 1" R1 Galvanized steel 0.19 EAMO25

32 1.1/4" R11/4 Galvanized steel 0.26 EAMO032

Claw distance: 42 mm

Working pressure: 10 bar / 145 Psi
Profiled seal DIN 3489-D: NBR
Male thread EN 10226-1 / DIN 2999, BSPT (not complying with DIN 3489)

EA COUPLING FEMALE THREADED, DIN 3489 - VBI

ND Inch Thread Material Weight/pc Reference
EN ISO 228-1 Kg
6 1/4" G1/4 Galvanized steel 0.13 EAF006
10 3/8" G3/8 Galvanized steel 0.14 EAF010
15 1/2" G1/2 Galvanized steel | 0.14 EAF013
20 3/4" G3/4 Galvanized steel 0.15 EAF019
25 1" G1 Galvanized steel 0.18 EAF025
32 1.1/4" G11/4 Galvanized steel 0.25 EAF032

Claw distance: 42 mm

Working pressure: 10 bar / 145 Psi
Profiled seal DIN 3489-D: NBR
Female thread EN ISO 228-1, BSP

EA COUPLING WITH SERRATED HOSE SHANK,

DIN 3489 - VB1

ND Inch For hose Material Weight/pc Reference
mm Kg
10 3/8" 10.0 Galvanized steel 0.15 EASO10
13 1/2" 13.0 Galvanized steel 0.16 EAS013
16 5/8" 16.0 Galvanized steel 0.15 EASO16
19 3/4" 19.0 Galvanized steel 0.18 EAS019
25 1" 25.0 Galvanized steel 0.21 EAS025
32 1.1/4" 320 Galvanized steel 0.22 EAS032

Claw distance: 42 mm

Working pressure: 10 bar / 145 Psi
Profiled seal DIN 3489-D: NBR
Assembly: two bolt saddle clamps, worm drive clamps
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EA COUPLING WITH SERRATED HOSE SHANK AND COLLAR

ND Inch OD shank Material Weight/pc Reference
mm Kg
10 3/8" 10.0 Galvanized steel 0.13 EASKO10
13 1/2" 13.0 Galvanized steel 0.19 EASKO13
i b 19 3/4” 19.0 Galvanized steel 0.20 EASKO19
Foa® 25 " 25.0 Galvanized steel 0.22 EASK025

Claw distance: 42 mm

Working pressure: 10 bar / 145 Psi

Profiled seal DIN 3489-D: NBR standard

Assembly: two bolt saddle clamps or worm drive clamps

EA COUPLING CAP, DIN 3489 - VB

Material Weight/pc Reference
Kg
Galvanized steel 0.15 EAK

Claw distance: 42 mm
Working pressure: 10 bar / 145 Psi
Profiled seal DIN 3489-D: NBR standard

PROFILED SEAL DIN 3489-D

Material | Colour | ODmm ID mm Height Box Weight Reference
+0.1/-0.2 +0.2/-0.1 pieces kg
NBR black 340 | 200 | 110 50 0006 | EAX
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‘GK’ COUPLING MALE THREADED

Acoplamentos Rapidos

ND Inch Thread Material Weight/pc Reference
EN ISO 228-1 Kg
10 3/8" G3/8 Brass Ms 58 0.07 GKMOQ10
15 1/2" G1/2 Brass Ms 58 0.07 GKMO013
20 3/4" G3/4 Brass Ms 58 0.07 GKM019
25 1 Gl Brass Ms 58 008 | GKMO25
32 1.1/4" G1.1/4 Brass Ms 58 0.10 GKMO032
40 1.1/2" G1.1/2 Brass Ms 58 0.14 GKMO038

Claw distance: 40 mm

Working pressure: 20 bar / 290 psi
Profiled seal: NBR standard
Male thread: EN ISO 228-1, BSP

‘GK’ COUPLING FEMALE THREADED

ND Inch Thread Material Weight/pc Reference
ENISO 228-1 Kg
10 3/8" G3/8 Brass Ms 58 0.07 GKF010
15 1/2" G1/2 Brass Ms 58 0.07 GKF013
20 3/4" G3/4 Brass Ms 58 0.08 GKF019
25 1" G1 Brass Ms 58 0.08 GKF025
32 1.1/4" G1.1/4 Brass Ms 58 0.11 GKF032
40 1.1/72" G1.1/2 Brass Ms 58 0.13 GKF038

Claw distance: 40 mm

Working pressure: 20 bar / 290 psi
Seal: coupling side NBR standard

thread side SBR

Female thread: EN I1SO 228-1, BSP

‘GK’ COUPLING WITH SERRATED HOSE SHANK

ND Inch For hose Material Weight/pc Reference
mm Kg
10 3/8" 10 Brass Ms 58 0.07 GKS010
13 1/2" 13 Brass Ms 58 0.07 GKS013
_ 16 5/8 16 Brass Ms 58 0.08 GKS016
19 3/4" 19 Brass Ms 58 0.08 GKS019
25 1" 25 Brass Ms 58 0.10 GKS025
32 1.1/4" 32 Brass Ms 58 0.14 GKS032
38 1.1/2" 38 Brass Ms 58 0.18 GKS038

Claw distance: 40 mm

Working pressure: 20 bar / 290 psi
Profiled seal: NBR standard
Assembly: worm drive clamps or low pressure ferrules
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‘GK’ COUPLING CAP

Material Weight/pc Reference
Kg
Brass 0.09 GKK

Claw distance: 40 mm

Working pressure: 20 bar / 290 psi
Profiled seal: NBR standard

Cap without chain

PROFILED SEAL

Material | Colour oD@ D@ Height Box Weight Reference
mm mm mm pieces kg
NBR black 35.0 24.0 120 50 0.005 GKXB
FPM green 35.0 24.0 12.0 50 | 0.009 GKXV
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MALE THREADED WITHOUT LOCKING RING

Acoplamentos Rapidos

ND Inch Thread Material Weight/pc Reference
EN ISO 228-1 Kg
40 1.1/2" G1.1/2 Aluminium 012 LGMO038
50 o G2 Aluminium 0.15 LGMO50
65 212 G21/2 Aluminium 0.23 LGMO65
80 3 G3 Aluminium 0.46 LGMO080
100 4" G4 Aluminium 0.64 LGM100
40 1.1/2" G1.1/2 Stainless steel 0.30 RGMO038
50 2! G2 Stainless steel 0.55 RGMO050
65 2.1/72" G21/2 Stainless steel 0.76 RGMO65
80 ¥ G3 Stainless steel 1.1 RGMO080
100 4" G4 Stainless steel 1.55 RGM100

Working pressure: 16 bar / 230 psi
Male thread: EN ISO 228-1, BSP
Stainless steel: AISI 316 / 1.4401

FEMALE THREADED WITHOUT LOCKING RING

ND Inch Thread Material Weight/pc Reference
EN SO 228-1 Kg

40 1.1/2" G1.1/2 Aluminium 0.09 LGF038
50 2¢ G2 Aluminium 0.14 LGFO50
65 2.1/2" G212 Aluminium 0.23 LGFO65
80 37 G3 Aluminium 0.35 LGF080 N
100 4 G4 Aluminium 041 | LGF100
40 1.1/2" G1.1/2 Stainless steel 0.19 RGF038
50 2* G2 Stainless steel 0.36 RGF050
65 2:/2" G21/2 Stainless steel 0.74 RGF065
80 3" G3 Stainless steel 0.95 RGF080
100 4 G4 Stainless steel 0.94 RGF100

Working pressure: 16 bar /230 psi
Female thread: EN ISO 228-1, BSP
Stainless steel: AlISI 316 / 1.4401
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Acoplamentos Rapidos

MALE THREADED WITH LOCKING RING

ND Inch Thread Material Weight/pc Reference
EN ISO 228-1 Kg
40 1.1/2" G1.1/2 Aluminium 0.16 LGMGO38
50 27 G2 Aluminium 0.30 LGMGO050
65 2.1/2" G21/2 Aluminium 0.47 LGMGO065
80 3" G3 Aluminium 0.61 LGMGO080
100 4" G4 Aluminium 0.87 LGMG100
40 1.1/2" G1.1/2 Stainless steel 0.43 RGMGO038
50 2 G2 Stainless steel 0.85 RGMGO50
65 2.1/2" G21/2 Stainless steel 0.98 RGMGO065
80 37 G3 Stainless steel 1.11 RGMGO080
100 4" G4 Stainless steel 1.59 RGMG100

Working pressure: 16 bar / 230 psi
Seal: NBR - black
Male thread: EN ISO 228-1, BSP
Stainless steel: AlSI 316/ 1.4401

FEMALE THREADED WITH LOCKING RING

ND Inch Thread Material Weight/pc Reference
EN 1SO 228-1 Kg
40 1.1/2" G1.1/2 Aluminium 0.23 LGFG038
50 7k G2 Aluminium 040 LGFGO050
65 2.1/2" G21/2 Aluminium 0.47 LGFG065
80 35 G3 Aluminium 0.60 LGFGO080
100 4" G4 Aluminium 117 LGFG100
40 a2 G1.1/2 Stainless steel 0.60 RGFG038
50 e G2 Stainless steel 0.78 RGFG050
65 2.1/2" G21/2 Stainless steel 1.24 RGFGO065
80 35 G3 Stainless steel 1.65 RGFG080
100 4" G4 Stainless steel 3.07 RGFG100

Working pressure: 16 bar /230 psi
Seal: NBR - black
Female thread: EN ISO 228-1, BSP
Stainless steel: AlISI 316/ 1.4401
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Acoplamentos Rapidos

SERRATED HOSE SHANK WITH LOCKING RING

ND Inch For hose Collar Material Weight/pc Reference
mm Kg
40 1.1/2" 38 - Aluminium 0.7 LGSG038
40 1.3/2¢ 40 - Aluminium 0.20 LGSG040
40 | 1072 45 - Aluminium 0.25 LGSG045
50 7 50 X ~ Aluminium 0.33 LGSGO50
50 o 55 = Aluminium 0.38 LGSGO55
65 2.1/2" 65 X Aluminium 0.41 LGSGO065
65 2.1/2" 70 - Aluminium 0.60 LGSGO070
80 3" 75 X Aluminium 0.77 LGSGO075
80 3" 80 - Aluminium 0.79 LGSG080
80 3 0 = Aluminium 0.85 LGSG090
100 4 | 100 X Aluminium 133 LGSG100
100 4" 105 - Aluminium 1.03 LGSG105
100 4" 110 - Aluminium 1.26 LGSG110
40 1.1/2" 38 X Stainless steel 052 RGSGO38
50 2" 50 X Stainless steel 0.93 RGSGO50
50 2" 55 - Stainless steel 0.87 RGSGO55
65 2.1/2" 65 X Stainless steel 1.05 RGSG065
80 3 75 X Stainless steel 2.27 RGSGO075
80 3" 80 X Stainless steel 2.28 RGSGO080
80 3" 20 - Stainless steel 2.04 RGSG090
100 4" 100 X Stainless steel 3.31 RGSG100

Working pressure: 16 bar /230 psi
Seal: NBR - black
Stainless steel: AISI 316 / 1.4401

Assembly: band clamps and ferrules

SERRATED HOSE SHANK WITH LOCKING RING WITHOUT LUGS

ND Inch For hose mm Collar Material Weight/pc Reference
K
40 1.1/2" 38 - Aluminium 0.192 LGSG038S0
40 1.1/2" 40 - Aluminium 0.16 LGSG04050
40 T 12" 45 - Aluminium 0.20 LGSG04550
50 2° 50 X Aluminium 0.21 LGSG050S0
__ 50 | 2* | 55 - Aluminium 0.28 LGSGO5550
65 2.1/2" 65 X Aluminium 0.35 LGSG06550
65 2.1/2° 70 = Aluminium 0.45 LGSG07050
80 3" 75 X Aluminium 0.65 LGSGO7550
80 g 80 Aluminium 0.69 LGSG08050
80 3 a0 - Aluminium 0.71 LGSG090SO
100 4 | 100 x Aluminium 1.21 LGSG10050
100 4" 105 Aluminium 0.95 LGSG10550
100 4" 110 - Aluminium 115 LGSG110S0O

Working pressure: 8 bar/ 115 psi
Seal: NBR - black

Assembly: band clamps and ferrules

Guillemin couplings without lugs are recommended to prevent torsion of the hose when
connecting the coupling on a fixed Guillemin coupling.
Also available in male, female and butt-weld version.
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BUTT WELD VERSION WITHOUT LOCKING RING

Acoplamentos Rapidos

ND Inch Welding end Material Weight/pc Reference
mm Kg

40 1.1/2" 48.26 x 3.68 Stainless steel 0.33 RGBW038

50 2" 60.33x3.91 Stainless steel 0.86 RGBWO50

65 21/ 73.03x5.16 Stainless steel 1.01 RGBW065

80 3" 88.90x5.49 Stainless steel 1.18 RGBWO080

100 4" 114.30 x 6.02 Stainless steel 1.57 RGBW100

Working pressure: 16 bar / 230 psi

Welding end: butt weld end to inch and schedule 40 pipe size

Stainless steel: AISI 316/ 1.4401

BUTT WELD VERSION WITH LOCKING RING

ND Inch Welding end Material Weight/pc Reference
mm Kg
40 112" 48.26 X 3.68 Stainless steel 0.44 RGBWG038
50 2 60.33 x3.91 Stainless steel 091 RGBWG050
65 2.1/2" 73.03x5.16 Stainless steel 1.08 RGBWG065
80 37 88.90x5.49 Stainless steel 1.83 RGBWG080
100 4" 114.30x6.02 Stainless steel 2.10 RGBWG100

Working pressure: 16 bar/ 230 psi

Welding end: butt weld end to inch and schedule 40 pipe size
Seal: NBR - black
Stainless steel: AlSI 316 / 1.4401

PLUG WITH HANDLE

ND Inch Material Weight/pc Reference
Kg
o 40 1.1/2" Aluminium 0.15 LGP038
50 2" Aluminium 0.20 LGP050
65 2.1/2¢ Aluminium 0.22 LGP0OGS
80 3" Aluminium 0.34 LGP080

Working pressure: 16 bar / 230 psi
Seal: NBR - black
Chain included
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PLUG WITHOUT LOCKING RING

ND Inch Material Weight/pc Reference
Kg
40 1.1/2” Stainless steel 0.11 RGP038
50 2 Stainless steel 0.23 RGPQ50
65 2./2" Stainless steel 0.32 RGP065
80 = Stainless steel 043 RGP080
100 4" Stainless steel 0.81 RGP100
50 [ 2" | Polypropylene | 0.04 | GPLO5O

Working pressure: 16 bar / 230 psi
Seal: NBR - black

Chain included

Stainless steel: AlSI 316 / 1.4401

PLUG WITH LOCKING RING

ND Inch Material Weight/pc Reference
Kg
40 1.1/2" Aluminium 0.15 LGPGO038
50 P Aluminium 0.25 LGPGO050
65 2.1/72" Aluminium 031 LGPGO65
80 3 Aluminium 0.48 LGPGO80
100 4" Aluminium 0.75 LGPG100
40 1.1/2" Stainless steel 0.29 RGPGO038
50 2r Stainless steel 0.60 RGPGO50
65 2.1/2" Stainless steel 0.76 RGPG065
80 e Stainless steel 1.26 RGPG080
100 4 Stainless steel | 168 RGPG100

Working pressure: 16 bar / 230 psi
Seal: NBR - black

Chain included

Stainless steel: AlSI 316 / 1.4401
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REDUCING COUPLING GUILLEMIN - GUILLEMIN

ND Inch Material Weight/pc Reference
Kg
40-50 1:1/2"-2" Aluminium 0.60 LGVG038050
40- 65 1.1/2"- 2.1/2" Aluminium 0.55 LGVG038065
o ~40-80 1:/2"=3" Aluminium 0.98 LGVG038080
50- 65 252 142" Aluminium 0.65 | LGVG050065
50-80 2"-3" Aluminium 1.14 LGVGO050080
50-100 2"-4" 7 Aluminium 1.07 LGVG050100
65- 80 2.1/2"-3" Aluminium 1.22 LGVGO065080
65-100 2.1/2"-4" Aluminium 172 ~ LGVG065100
80-100 3"-4" Aluminium 1.87 LGVG080100
40-50 1.1/2"-2" Stainless steel 1.50 RGVG038050
40 - 65 1.1/2"-2.1/2" Stainless steel 1.66 RGVGO038065
50 - 65 2"-21/2" Stainless steel 2,13 RGVGO50065
50- 80 2"-3" Stainless steel 2.05 RGVG050080
50-100 2"-4" Stainless steel 4.01 RGVG050100
65-80 2.1/2"-3" Stainless steel 3.10 RGVG065080
\ 65-100 2.1/2"-4" Stainless steel 3.50 RGVG065100
E 80-100 3"-4" Stainless steel 4,91 RGVGO80100

REDUCING COUPLING GUILLEMIN - DSP

ND Inch Material Weight/pc Reference
Guillemin - DSP | Guillemin - DSP Kg
40 - DSP 40 1.1/2"-1.1/2" Aluminium - 043 LGVDO038040
40 - DSP 65 1.1/2%= 21/2" Aluminium 0.76 LGVDOo38070
50 - DSP 65 2= 2.1/2" Aluminium 1.09 LGVDO50070
50-AR 100 2"-4" Aluminium 1.75 LGVD050100
65 - DSP 65 2.1/2"-2.1/2" Aluminium 1.01 LGVD065070
65- AR 100 2.1/2"-4" Aluminium 1.75 LGVD065100
80- AR 100 3"-4" Aluminium 1.85 LGVD080100
100- AR 100 4" - 4" ] AIuminM 2.08 LGVD100100

REDUCING COUPLING GUILLEMIN - STORZ

ND Inch Material Weight/pc Reference
Guillemin - Storz | Guillemin - Storz Kg
40-52CLD 66 1.1/2"-2" Aluminium 0.57 LGVS038066
40-75BLD 89 1.3/2%-3" Aluminium 0.63 LGVS038089
50-52CLD 66 %= Aluminium B 0.66 LGVS050066
50-75B8 LD 89 2"-3" Aluminium 0.95 LGVS050089
50-110A LD 133 2"-4" Aluminium 1.71 LGVS050133
65-52CLD66 24/2"-2° Aluminium 114 LGVS065066
65-75BLD 89 20f20=3" Aluminium 1.12 LGVYS065089
65-110ALD133|  21/2"-4" Aluminium 1.57 LGVS065133
80-52CLD 66 3 =2 Aluminium L hl LGVS080066
80-75BLD 89 3%.-3" Aluminium 1.23 LGVS080089
80-110A LD 133 3"-4" Aluminium 1.81 LGVS080133
100-52C LD 66 4"-2" ~ Aluminium 1.63 LGVS100066
100-75BLD 82 4"-3" Aluminium 1.58 LGVS100089
100-110ALD 133 4"-4" Aluminium 2.04 LGVS100133

Working pressure: 16 bar / 230 psi

Stainless steel: AlISI 316/ 1.4401

Guillemin and DSP couplings with locking ring

Guillemin square seal NBR; DSP coupling profiled seal NBR; Storz coupling profiled seal NBR
LD: Lug distance
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Acoplamentos Rapidos

M ND Inch Material Weight/pc Reference
Kg
40-100 1.1/2"-4" Blue coated steel 0.54 GY

WRENCH

M ND Inch Material Weight/pc Reference
Kg
40 1.1/2" Red coated steel 0.54 GY040
80 3" Red coated steel 0.88 GY080

CHAIN WITH S-HOOK

Material Length Weight/pc Reference
Kg
Stainless steel 200 mm 0.015 KETR200

Stainless steel AIS| 304 - 1.4301

SQUARE SEAL FOR COUPLING PART - NBR

ND | Inch | Material| Colour @ 0D @ 1D Height Weight/pc | Reference
mm mm mm Kg

25 1" NBR Black 343 27.3 4.0 0.001 GXB025

32 [11/4"] NBR | Black | 380 320 45 0002 | GXBO32
40 |1.1/2"| NBR Black 51.0 43.0 5.0 0.004 GXB038

50 [ 27 | NBR | Black 64.0 54.0 50 | 0007 | GXBOSO

65 |[2.1/2"| NBR Black 79.0 69.0 6.0 0.010 GXB065

80 3" NBR Black 96.0 85.0 6.0 0.015 GXB080

100 | 4" NBR Black 117.5 103.5 7.0 0.020 GXB100

SQUARE SEAL FOR COUPLING PART - EPDM

ND | Inch | Material| Colour @ 0D @ID Height | Weight/pc| Reference
mm mm mm Kg
25 = EPDM White 343 27.3 40 0.001 GXE025
40 |1.1/2"| EPDM | White 51.0 43.0 5.0 0.005 | GXE038
50 2" EPDM | White 64.0 54.0 5.0 0.007 GXEOS50
65 |2.1/2"| EPDM | White 79.0 69.0 6.0 0.010 GXEO65
80 3" EPDM | White 96.0 85.0 6.0 0.015 GXE080
100 | 4" | EPDM | White 117.5 103.5 7.0 0.020 GXE100
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Encanamentos mOVICON TROL Acoplamentos Rapidos

SQUARE SEAL FOR COUPLING PART - FPM

ND | Inch | Material| Colour @ QD 21D Height | Weight/pc| Reference
mm mm mm Kg

25| 1" | FPM | Green 343 273 40 0.001 GXV025

40 [ 1.1/2"] FPM | Green 51.0 430 5.0 0006 | GXV038

so | 2" | FPM | Green 64.0 54.0 5.0 0.009 GXV050

65 |2.1/2" FPM | Green 79.0 69.0 6.0 0,012 GXV065
80 | 3" | FPM | Green 96.0 85.0 6.0 0.018 GXV080
100] 4" | FPM | Green 117.5 103.5 7.0 0.033 GXV100

SQUARE SEAL FOR COUPLING PART - PTFE

ND | Inch | Material| Colour @ OD 21D Height | Weight/pc| Reference
mm mm mm Kg

25 1 PTFE White 343 273 4.0 0.005 GXP025

40 | 1.1/2"| PTFE White 51.0 43.0 50 0.006 GXP038

50 2" PTFE White 64.0 54.0 5.0 0.010 GXP0O50

65 | 2.1/2"| PTFE White | 790 69.0 6.0 0.015 GXP065
80 3" PTFE White 96.0 85.0 6.0 0.020 GXP080

100 4" PTFE White 1175 103.5 7.0 0.036 GXP100

FLAT SEAL FOR PLUG - NBR

ND | Inch | Material| Colour @ 0D aID Height | Weight/pc| Reference
o mm mm mm Kg

50 2" NBR Black 67.9 375 2.8 0.01 GXBO50GP

65 | 2.1/2"| NBR Black 83.5 48.0 2.8 0.02 GXB065GP

80 37 NBR Black 100.5 62.0 3.5 0.03 GXB080OGP

NBR white on request available
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* Maschio con bilanciere & -GAS
con tronchetto filettato GAS =
zincato con coprifiletto 50x1 1/2

e Male avec balancier avec tube file- 50x2"
te "GAS" zingué avec couvre-filet 76x1 1/2"

® (alvanized male with lever =
ring with “gas” thread and 76x2
coverthread 76x2 1/2"

e Verzinkte \-Teil mit Vlerschlussring N
mit “GAS" Aussengewinde und 0311C0765018 76x3
Decke 89x2 1/2"

e Rotula con abrazadera con rosca 89x3"
“GAS" galvanizada y cubrerosca E— =

108x3"
108x4"
133x5”
159x6”
194x8”

* Maschio senza bilanciere @ -GAs
con tronchetto filettato GAS S DG g "
ol 0311C050S00S | 50x1 1/2

o Male sans balancier avec tube file- 0311C0505015 50x2"
té "GAS" zingué avec couvrefilet  g311c076503S | 76x1 1/2"

e (Galvanized male withaut lever i i =
ring with "GAS" thread and 031100765025 |  76x2
coverthread 0311C0765005 | 76x2 1/2"

 Verzinkte V-Teil ohne Verschlus- 76x3"
sring mit “GAS” Aussengewinde e
und Decke 0311C089S01S | 89x2 1/2”

® Rotula sin abrazadera con rosca  0311C089S00S Box3" |
“gas” galvanizad T
gas” galvanizada y cubrerosca 0311C1085015 P

0311C108S800S 108x4"
'0311C133S00S | 133x5”
7Q§1j91595005 159x6"
0311C184500S 194x8"

e Bilanciere zincato 0304C050S00B | 50

e Balancier zingué 0304C076500B 76

e Galvanized lever ring - 0304C083S00B L

® Verzinkter Hebelverschlussring 0304C108S00B | 108

¢ Abrazadera galvanizada 0304C133500B | 133

0304C159S00B | 159

. 0304C194S00B | 194

Acoplamentos Rapidos
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Encanamentos

MOVICONTROL

Cj- BS10
¢ Maschio con flangia BS10 0313C050S03B 50x2”
tavola D ridotta 0313C076S03E 76x3"

¢ Male avec bride BS10 table g
D diminuée zinguée 0313C0839s08B 89x3"

* Galvanized male with derated 0313C108513B 108x4"

flange BS10 table D SRR SRR
» \Verzinkte V-Teil mit gesenkte

BS10 tabla D galvanizada

'0313C133502B | 133x5" |

Flansch BS10 Tafel D 0313C159501B 159x6”"
e Rotula con brida reducida 0313C194501B 194x8"
0313C250552B | *250x10"

* Maniglia non inclusa {vadi art, M304C) 031 3C300S558 | *300x12”

* Lever not included (see art. M304C)

Q- BS10

« Femmina con flangia BS10 0314CDEBK028 50x2"
tavole D ridatta 0314C076K04S 76x3”
Femelle avec bride BS10 table 0314C088K05S 89x3"

D diminuée zinguée
® Galvanized female with derated

0314C108K035 108x4”

, flange BS10 table D 0314C133K02S | 133x5"
Verzinkte M-Teil mit gesenkte 0314C159K015 159x6"
'0314C194K01S |  194x8”
BS10 tabla D galvanizada 031 4‘;:250}(03% ) %5_0“ o”
0314C300K055 | 300x12"

» Flansch BS10 Tafel D
Hembra con brida reducida

%)
o Gu.amlzmne ihterflangla EN 1082-1 ' 01460060G00S 60
s Joint poulr' bride EN 1092-1 014600806008 80
° Rubber" ‘r'lng -f-ur' flange EN 1082-1 01_46331 00G0O0S 100 |
e Gumm.u‘.lrug fur F[a.nsch EN 10892-1 01460125G01S 120
* Guarnicion par brida EN 1032-1 maﬁﬁos 150
e . %)
* Guarnizione interflangia
e Joint pour bride RRRaRsRHe00S e
e Rubber ring for flange 02259?506005 .
* Gummiring fur Flansch  PRER300600S 2ha

e Guarnicion por brida

Acoplamentos Rapidos
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Encanamentos mOVICONTROL Acoplamentos Rapidos

@ -GAS

e Femmina con tronchetto filettata  0312C050K00S 50x1 1 /2"
GAS zincato e coprifiletto 0312C0O050K01S 50x2"

e Femelle avec tube filete “"GAS" =
zingué et couvre-filet ' 0312C076K03s | 76x1 1/2"

* Galvanized female with “GAS" 0312C076K02S 76x2"

thread and cover-thread - ; : =l

e Verzinkte M-Teil mit "GAS” RSt EnETs | 76x2 1/2
Aussengewinde und Decke 0312C076K01S 76x3"

. He‘mbra gon resbca "GAS" 0312C089K01S | 8ax2 1/2"
galvanizada y cubrerosca 0312C089K00S =
0312C108K01S 108x3”

0312C108K00S 108x4”
' 0312C133K00S 133x5”

0312C159K00S 7 159x6"

0312C194K00S |  194x8"
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Encanamentos mOVICON TROL Acoplamentos Rapidos

MALE HEAVY DUTY COUPLING WITH SERRATED HOSE SHANK

ND For hose Material Weight/pc Reference
mm Kg

50 50 Carbon steel 048 KVS050
70 63 Carbon steel 0.88 KVS063
89 75 Carbon steel 1.62 | KVS075
108 100 Carbon steel 2.19 KV5100
133 125 Carbon steel 3.62 KVS125
159 150 Carbon steel 4.30 KV5150
50 50 Stainless steel 045 RKVS050
70 63 Stainless steel 0.83 RKVS063
89 75 Stainless steel .. 157 RKVS075
108 100 Stainless steel 2.10 . RKVS100
133 125 Stainless steel 3.50 RKVS125
159 150 Stainless steel 412 RKVS150

Galvanized carbon steel
Stainless steel AlSI 304 - 1.4301
Assembly: band or bolt clamps

FEMALE HEAVY DUTY COUPLING WITH SERRATED HOSE SHANK

ND For hose Material Weight/pc Reference
- mm Kg
50 50 Carbon steel 113 KMS050
70 63 ~ Carbon steel 1.89 KMS063
89 75 Carbon steel 3.19 KMS075
108 100 Carbon steel 5.06 KMS100
133 125 Carbon steel 8.01 KMS125
159 150 Carbon steel 911 KMS150
50 50 Stainless steel 1.07 RKMS050
70 63 Stainless steel 1.77 RKMS063
89 75 Stainless steel 3.05 RKMS075
108 100 Stainless steel 492 RKMS100
133 125 Stainless steel 7.91 RKMS125
159 150 Stainless steel 9.00 RKMS150

Galvanized carbon steel

Stainless steel AIS| 304 - 1.4301

Stainless steel coupling: lever in galvanized carbon steel
Assembly: band or bolt clamps

Standard SBR seal included
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Encanamentos mOVICONTROL Acoplamentos Rapidos

MALE PLUG

ND Material Weight/pc Reference
Kg
50 Carbon steel 0.30 KKV050
70 Carbon steel 042 KKV063 -
89 Carbon steel 0.55 KKV075
108 Carbon steel 0.86 KKV100
133 Carbon steel 1.19 KKV125
159 Carbon steel 1.70 KKV150
50 Stainless steel 0.25 RKKV050
70 Stainless steel 0.39 RKKV063
- 89 Stainless steel 0.50 RKKV075
108 R Stainless steel 0.79 RKKV100
133 Stainless steel 1.05 RKKV125
159 Stainless steel 1.55 RKKV150

Galvanized carbon steel
Stainless steel AlSI 304 - 1.4301

FEMALE CAP

ND Material Weight/pc Reference
Kg

50 Carbon steel 1.82 KKMO050
70 Carbon steel 1.53 KKMO063
89 Carbon steel 2.5 KKMO75
108 Carbon steel 3.65 KKM100
133 Carbon steel 5.49 KKM125
159 Carbon steel 6.68 ~ KKM150
50 ~ Stainless steel 1.69 RKKMO50
70 Stainless steel 1.50 RKKMO063
89 Stainless steel 2.01 RKKMO75
108 Stainless steel 3.45 ~ RKKM100
133 Stainless steel 5.40 RKKM125
159 Stainless steel 6.53 RKKM150

Galvanized carbon steel

Stainless steel AISI 304 - 1.4301

Stainless steel coupling: lever in galvanized carbon steel
Standard seal SBRincluded

MALE PART WITH FLANGE IN COMPLIANCE WITH EN / DIN

ND Material Weight/pc Reference
Kg
50 Carbon steel 3.07 KF050
70 Carbon steel 3.95 KF070
89 Carbon steel 5.16 KF089
108 Carbon steel 5.84 KF108
133 Carbon steel 7.1 KF133
159 Carbon steel 10.76 ~ KF159

Galvanized carbon steel
Flange standard: EN 1092-1 /11 B; DIN 2633 form CPN 10/16
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Encanamentos

MOVICONTROL

Acoplamentos Rapidos

O-RING SEAL SBR

ND OD @ mm ID@ mm Heightmm | Material | Weight/pc Reference
kg

50 86.0 64.0 11.0 SBR 0.03 KX050

70 110.0 87.0 11.5 SBR 0.04 KX063

89 140.0 112.0 14.0 SBR 0.08 KX075

108 160.0 124.0 18.0 SBR 0.15 KX100

133 190.0 146.0 22.0 SBR 0.27 KX125

159 220.0 180.0 20.0 SBR 0.26 KX150 B

SBR = Styrene Butadiene Rubber

NBR, EPDM on request

Other Cardan couplings on request available

Male-male reversing coupling

Type: KDVT...

Female-female reversing coupling
Type: KDMT...

Female-male reversing coupling
Type: KGMKV...
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