MOVICONTROL

Mangueira Hidraulica




Encanamentos mOVICONTROL Mangueira Hidraulica

TRACTOR®/1T

EN 853 1SN

o+

Referéncia

mangueira Didgmetro Diametro Pressao Pressdo min. raio Manguito
descarnada exterior servigo rebentamento  curvatura aplicavel

DN | Pol |mm | Pol [ mm | Pol | bar | psi | bar | psi [ mm | Pol | g/m | Ib/ft

E-MTAC-1SN-03 5 |3/16"]| 95 | 037 | 11,5 | 0,45 | 250 | 3620 | 1000 |14500| 89 | 3,50 | 195 | 0,13 | MF+M03400-03
E-MTAC-1SN-04 6 174" [ 11,2 | 0,44 | 132 | 0,52 | 225 | 3260 | 900 |13050| 100 | 3,94 | 220 | 0,15 | MF+M03400-04
E-MTAC-1SN-05 8 |5/16"] 128 [ 0,50 | 14,8 | 0,58 | 215 | 3110 | 850 [12320| 114 | 4,49 | 270 | 0,18 | MF+M03400-05
E-MTAC-1SN-06 10 | 3/8"| 151 [059] 171 | 0,67 | 180 | 2610 | 720 |10440| 127 | 5,00 | 340 | 0,23 | MF+M03400-06
E-MTAC-1SN-08 12 | 1/2" | 181 | 071 | 201 | 0,79 | 160 | 2320 | 640 | 9280 | 178 | 7,01 | 410 | 0,27 | MF+M03400-08
E-MTAC-1SN-10 16 | 5/8" | 2,3 |084]233 092 130 | 1880 | 520 | 7540 | 200 | 7,87 | 510 | 0,34 | MF+M03400-10
E-MTAC-1SN-12 19 | 3/4" | 253 | 1,00 | 273 | 1,07 | 105 | 1520 | 420 | 6090 | 240 | 9,45 | 620 | 0,42 | MF+M03400-12
E-MTAC-1SN-16 25 1" 331 | 1,30 | 351 | 1,38 | 88 | 1270 | 350 | 5070 | 300 | 11,81 | 930 | 0,62 | MF+M03400-16

E-MTAC-1SN-20 31 |1.1/4") 406 | 160 | 433 | 1,70 | 63 | 910 | 250 | 3620 | 419 | 16,50 | 1250 | 0,84 | MF+M03400-20
E-MTAC-1SN-24 38 |1.1/2"| 470 | 1,85 | 497 | 196 | 50 | 720 | 200 | 2900 [ 500 | 19,69 | 1600 | 1,07 | MF+M03400-24
E-MTAC-1SN-32 51 2" | 604 | 238|631 | 248 | 40 | 580 | 160 | 2320 630 | 24,80 2200 | 1,47 | MF+M03400-32

- 60 |2.3/8"[ 688 | 271 | 71,5 [ 2,81 | 50 | 720 | 200 | 2900 | 650 |25,59| 2245 | 1,50 | MF+M03400-38

TRACTOR®/2T

EN 853 25N

Medida

Referéncia da — = =
mangueira Diametro Diametro Presséo Pressdo min. raio Manguito

descarnada exterior servigo rebentamento  curvatura aplicavel

DN [Tam | Pol | mm | Pol [ mm | Pol | bar | psi | bar | psi | mm | Pol | g/m |Ib/ft

E-MTAC-2SN-03 5 | -3 |376"[ 11,3 | 044|133 | 052 415 | 6010 | 1650 |23920| 89 | 3,50 | 315 | 0,21 | MF+M03400-03
E-MTAC-2SN-04 6 | -4 | 1/4"] 127|050 147 | 0,58 | 400 | 5800 | 1600 (23200 100 | 3,94 | 360 | 0,24 | MF+M03400-04
E-MTAC-2SN-05 8 | -5 [5/16"| 143 | 0,56 | 16,3 | 0,64 | 350 | 5070 | 1400 {20300 114 | 4,49 | 400 | 0,27 | MF+M03400-05
E-MTAC-2SN-06 10| -6 [3/8"| 167 |066| 187 | 0,74 | 330 | 4780 | 1320 | 19140| 127 | 5,00 | 510 | 0,34 | MF+M03400-06
E-MTAC-2SN-08 12 (-8 (12" 198 |078][ 2,8 086|275 |3980| 1100 | 15950 178 | 7,01 | 620 | 0,42 | MF+M03400-08
E-MTAC-2SN-10 16 | -10 | 5/8"| 23,0 | 0,91 | 250 | 0,98 | 250 | 3620 | 1000 | 14500| 200 | 7,87 | 715 | 0,48 | MF+M03400-10

E-MTAC-2SN-12 19 | -12 | 3/4"| 27,0 | 1,06 | 290 | 1,14 | 215 | 3110 | 860 | 12470 240 | 9,45 | 955 | 0,64 | MF+M03400-12
E-MTAC-2SN-16 25 | <16 | 1" | 348 | 1,37 | 368 | 1,45 | 165 | 2390 | 660 | 9570 | 300 | 11,81 | 1320 | 0,88 | MF+M03400-16
E-MTAC-2SN-20 31 | 20 |1.1/4"] 443 | 174 | 47,0 | 1,85 | 125 | 1810 | 500 | 7250 | 419 | 16,50 | 1965 | 1,32 | MF+M03400-20
E-MTAC-2SN-24 38 | -24 |1.1/2"| 50,7 | 2,00 | 53,4 | 20 | 90 | 1300 | 360 | 5220 | 500 | 19,69 | 2265 | 1,52 | MF+M03400-24
E-MTAC-2SN-32 51 | -32 [ 2" | 635 | 250 | 66,2 | 261 | 80 | 1160 | 320 | 4640 | 630 |24,80( 3115 | 2,09 | MF+M03400-32

- 60 | -38 |2.3/8"| 68,8 | 271 | 71,5 | 2,81 | 90 | 1300 | 360 | 5220 | 650 | 25,59 2660 | 1,78 | MF+M03400-38




Encanamentos mOVICONTROL Mangueira Hidraulica

LYTE-FLEX®

SAE 100 R16

ALTA FLEXIBILIDADE E COMPACTA

Medida ] m

Referancia da = : - - : -
mangueira Diametro Diametro Pressdo Presséo min. raio Manguito

descarnada exterior servigo rebentamento  curvatura aplicavel

DN |Tam | Pol [ mm | Pol | mm | Pol | bar | psi | bar | psi [ mm | Pol | g/m | Ib/ft
E-NTAC-LY-R16-04 6 -4 [1/4"| 16 | 046 | 13,2 | 0,52 | 350 | 5070 | 1400 |20300| 50 1,97 | 260 | 0,17 | MF+M03400-04
E-NTAC-LY-R16-05 8 -5 |5/16"| 129 | 0,51 | 14,5 | 0,57 | 297 | 4300 | 1190 | 17250 55 | 2,17 | 285 | 0,19 | MF+M03400-05
E-NTAC-LY-R16-06 10| -6 [3/8"]| 154|061 | 17,0 | 0,67 | 280 | 4060 | 1120 |16240| 63 | 2,48 | 385 | 0,26 | MF+M03400-06
E-NTAC-LY-R16-08 12| -8 [1/2"| 185|073 | 203 | 080 | 245 | 3550 | 980 [14210| 88 | 3,46 | 465 | 0,31 | MF+M03400-08
E-NTAC-LY-R16-10 16 | -10 | 5/8"| 22,2 | 0,87 | 24,0 | 0,94 | 210 | 3040 | 840 |12180| 100 | 3,94 | 605 | 0,41 | MF+M03400-10
E-NTAC-LY-R16-12 19 | -12 | 3/4"| 256 | 1,01 | 27,7 | 1,09 | 210 | 3040 | 840 |12180| 120 | 4,72 | 795 | 0,53 | MF+M03400-12
E-NTAC-LY-R16-16 25 | -16 [ 1" | 32,3 | 1,27 | 346 | 1,36 | 140 | 2030 | 560 | 8120 | 150 | 5,91 | 1090 | 0,73 | MF+M03400-16

ROCKMASTER®/2SN

EXTREMA RESISTENCIA A ABRASAO, CONDIGOES METEOROLOGICAS,
CALOR, ELEVADA RESISTENCIA AO AZONO

Medida >O< 1@ e:; m ] +%

Referéncia da = - =
mangueira Didmetro Diametro Pressao Pressdo min. raio Manguito

descarnada exterior servigo rebentamento  curvatura aplicavel

DN |[Tam [Pol | mm | Pol | mm | Pol | bar | psi [ bar | psi |mm | Pol |g/m |Ib/ft
E-MTAC-RK-2SN-04 | 6 | -4 [1/4"]| 127 | 050 | 147 | 0,58 | 400 |5800 | 1750 (25370 | 50 | 1,97 | 360 | 0,24 |MF+M03400-04
E-MTAC-RK-2sN-05 | 8 | -5 |(5/16"| 143 | 0,56 | 16,3 | 0,64 | 350 | 5070 | 1480 (21460 | 60 | 2,36 | 395 | 0,26 |MF+M03400-05
E-MTAC-RK-2SN-06 | 10 | -6 |3/8"| 16,7 | 0,66 | 187 | 0,74 | 350 | 5070 | 1400 |20300| 70 | 2,76 | 505 | 0,34 |MF+M03400-06
E- MTAC-RK-2SN-08 | 12 | -8 |1/2"| 198 | 078 | 21,8 | 0,86 | 350 | 5070 | 1400 |20300| 89 | 3,50 | 640 | 0,43 |MF+M03400-08
E- MTAC-RK-2SN-10 | 16 | -10 |5/8" | 23,0 | 0,91 | 25,0 | 0,98 | 250 | 3620 | 1020 (14790 | 100 | 3,94 | 710 | 0,48 |MF+M03400-10
E-MTAC-RK-2SN-12 | 19 | -12 |3/4" | 27,0 | 1,06 | 29,0 | 114 | 215 | 3110 | 900 (13050 | 130 | 512 | 945 | 0,63 |MF+M03400-12
E- MTAC-RK-2SN-16 | 25 | -16 | 1" | 34,8 | 1,37 | 36,8 | 1,45 | 175 [2530 | 700 |10150 | 160 | 6,30 [ 1305 | 0,87 | MF+M03400-16
E- MTAC-RK-2SN-20 | 31 | -20 |11/4"|443 | 1,74 | 47,0 | 1,85 | 140 |2030 | 560 | 8120 | 419 |16,50 | 1940 | 1,30 |MF+M03400-20
E- MTAC-RK-2SN-24 | 38 | -24 |1.1/2"| 50,7 | 2,00 | 53,4 | 2,0 | 100 | 1450 | 500 | 7250 | 500 |19,69 |2245 | 150 |MF+M03400-24
E- MTAC-RK-2SN-32 | 51 |-32 | 2" | 635 | 250 | 66,2 | 2,61 | 90 | 1300 | 420 |6090 | 630 |24,80 3085 | 2,07 |MF+M03400-32

- 60 | -38 [23/8"| 688 | 271 | 71,5 | 2,81 | 90 | 1300 | 360 |5220 | 650 [25,59 | 2635 | 1,77 | MF+M03400-38




Encanamentos mOVICONTROL Mangueira Hidraulica

GOLDENSPIR"/4SP

EN 856 4SP

—

Referéncia ‘ '@ ej Eﬁm +-

Diametro Diametro Pressdo Pressédo min. raio Manguito
[ LELETGEE] exterior servigo rebentamento  curvatura aplicavel

DN [TAM | Pol | mm | Pol | mm | Pol | bar | psi | bar | psi | mm | Pol | g/m | Ib/ft
E-MTAC-GD-4SP-04| 6 -4 114" | 147 | 058 | 17,6 | 0,69 | 485 | 7030 | 2400 |34800| 100 | 3,94 | 605 | 0,41 | MF+M00910-04
E-MTAC-GD-4SP-06| 10 | -6 |3/8"| 17,6 | 0,69 | 211 | 0,83 | 450 | 6520 | 2000 {29005 110 | 4,33 | 770 | 0,52 | MF+M00910-06
E-MTAC-GD-4sP-08 | 12 | -8 |1/2"| 20,3 | 0,80 | 24,3 | 0,96 | 420 | 6090 | 1750 |25370| 120 | 4,72 | 925 | 0,62 | MF+M00910-08
E-MTAC-GD-4SP-10 | 16 | -10 |5/8"| 23,7 | 0,93 | 27,9 | 1,10 | 380 | 5510 | 1600 |23200| 140 | 5,51 | 1145 | 0,77 | MF+M00910-10
E-MTAC-GD-4SP-12 | 19 | -12 |3/4" | 28,2 | 1,11 | 31,9 | 1,26 | 380 | 5510 | 1600 [23200| 170 | 6,69 | 1510 | 1,01 | MF+M00920-12
E-MTAC-GD-4SP-16 | 25 | -16 | 1" | 350 | 1,38 | 39,0 | 1,54 | 320 | 4640 | 1400 |20300| 340 | 13,39 1970 | 1,32 | MF+MO00920-16

S GOLDENSPIR"/4SH

EN 856 4SH

Medida ] % +%

Referéncia da
mangueira IETEY Diametro Pressdo Pressédo min. raio Manguito
descarnada exterior servigo rebentamento  curvatura aplicavel

DN [TAM|POL | mm |POL | mm |POL | bar | psi | bar | psi | mm |POL | g/m |Ib/ft
E-MTAC-GD-4SH-12| 19 | -12 (3/4" | 28,2 | 111 | 31,9 | 1,26 | 420 [6090 | 1750 |25370 | 210 | 8,27 | 1540 | 1,03 | IL+M01300-12
E-MTAC-GD-4SH-16| 25 |-16 | 1" | 351 | 1,38 | 38,1 | 1,50 | 385 |5580 | 1750 |25370| 220 | 8,66 |2085 | 1,40 | IL+M01300-16
E-MTAC-GD-4SH-20| 31 |-20 |1.1/4"| 42,2 | 1,66 | 45,0 | 1,77 | 350 | 5070 | 1400 {20300 | 420 |16,50 | 2460 | 1,65 | IL+M01400-20
E-MTAC-GD-4SH-24| 38 | -24 [1.1/2"| 49,1 | 1,93 | 52,4 | 2,06 | 300 |4350 | 1250 | 18120 | 560 |22,05 | 3190 | 2,14 | IL+M01400-24
E-MTAC-GD-4SH-32| 51 | -32 | 2" | 635 | 250 | 675 [ 2,66 | 250 | 3620 | 1000 |14500 | 700 |27,56 | 4500 | 3,02 | IL+M01400-32




Encanamentos

MOVICONTROL

Mangueira Hidraulica

— L L S

GOLDENSPIR®/12

EN 856 R12

Medida C::q W*%

Referéncia man::elra Di&metro Diametro Pressdo Pressdo min. raio Manguito

descarnada exterior servigo rebentamento  curvatura aplicavel

DN |Tam [Pol | mm | Pol | mm | Pol | bar | psi | bar | psi | mm | Pol | g/m | Ib/ft

E-MTAC-GD-R12-06 | 10 | -6 |3/8"| 17,3 | 0,68 | 20,0 | 0,79 | 280 | 4060 | 1600 [23200| 100 | 3,94 | 630 | 0,42 | MF+M00910-06
E-MTAC-GD-R12-08 12| -8 [1/2"]| 204|080 235|093 | 280 | 4060 | 1350 {19570 125 | 4,92 | 775 | 0,52 | MF+M00910-08
E-MTAC-GD-R12-10 16 | -10 |5/8" | 24,4 | 096 | 27,2 | 1,07 | 280 | 4060 | 1300 |18850| 140 | 551 | 1005 | 0,67 | MF+Mo0910-10
E-MTAC-GD-R12-12 19 | -12 (3/4"| 27,4 | 1,08 | 30,4 | 1,20 | 280 | 4060 | 1300 |18850| 150 | 5,91 | 1198 | 0,80 | MF+M00920-12
E-MTAC-GD-R12-16 | 25 | -16 | 1" | 350 | 1538 | 37,6 | 1,48 | 280 | 4060 | 1150 [16670| 225 | 8,86 | 1720 | 1,15 | MF+M00920-16

W—— L L

Medida

Referéncia da
mangueira

ROCKMASTER"/4SP

EXTREMA RESISTENCIA A_ABRASAO, CONDIGOES METEOROLOGICAS,
CALOR, ELEVADA RESISTENCIA AO AZONO

Diametro

descarnada

Diametro
exterior

Pressdo
servigo

Pressdo
rebentamento

curvatura

Manguito
aplicavel

DN |Tam| Pol | mm | Pol | mm | Pol| bar | psi | bar | psi | mm | Pol | g/m | Ib/ft
E-MTAC-RK-asP-04 [ 6 | -4 | 1/4"]| 14,7 | 058 | 17,6 | 0,69 | 485 | 7030 | 2400 |34800| 125 | 492 | 585 | 0,39 | MF+M00910-04
E-MTAC-RK-4sP-06 | 10 | -6 |3/8"]| 17,6 | 0,69 | 211 | 0,83 | 450 | 6520 | 2000 |29000| 125 | 4,92 | 740 | 0,50 | MF+M00910-06
E-MTAC-RK-4SP-08 | 12 | -8 | 1/2"]| 203 | 0,80 | 24,3 | 0,96 | 420 | 6050 | 1750 |25370| 175 | 6,89 | 890 | 0,60 | MF+M00910-08
E-MTAC-RK-4SP-10 15 | -10 | 5/8"| 23,7 | 0,93 | 27,9 | 1,10 | 380 | 5510 | 1600 |23200| 200 | 7,87 | 1090 | 0,73 | MF+M00910-10
E-MTAC-RK-4sP-12 | 19 | -12 | 3/4"| 282 | 1,11 | 31,9 | 1,26 | 380 | 5510 | 1600 |23200| 240 | 9,45 | 1470 | 0,99 | MF+M00920-12
E-MTAC-RK-4sP-16 | 25 | -16 | 1" | 350 | 1,38 | 39,0 | 1,54 | 320 | 4640 | 1400 |20300| 340 | 13,39 1910 | 1,28 | MF+M00920-16
E-MTAC-RK-4sP-20 | 31 | -20 |11/4"| 46,1 | 1,81 | 49,7 | 1,96 | 210 | 3040 | 1250 | 18120| 460 | 18,11 | 2985 | 2,01 | MF+M00920-20
E-MTAC-RK-4sP-24 | 38 | 24 |11/2"[ 52,4 | 2,06 | 561 | 2,21 | 185 | 2680 | 1000 | 14500| 560 |22,05| 3500 | 2,35 | MF+M00910-24
E-MTAC-RK48P-32 | 51 | 32 | 2" | 654 | 2,57 | 69,0 | 2,72 | 175 | 2530 | 1000 | 14500 660 | 25,98 | 5000 | 3,36 | MF+M00910-32




Encanamentos mOVICONTROL Mangueira Hidraulica

ROCKMASTER"/4SH

EXTREMA RESISTENCIA A.ABRASAO, CONDIGOES METEOROLOGICAS,
CALOR, ELEVADA RESISTENCIA AO AZONO

P

TS e 8

Referéncia

Diametro Diametro Pressdo Pressao min. raio Manguito
descarnada exterior servigo rebentamento  curvatura aplicavel

DN |TAM |POL [ mm |POL | mm | POL | bar | psi | bar | psi | mm |pPoOL | g/m |Ib/ft
E-MTAC-RK-4SH-10 | 16 | -10 |5/8" | 255 | 1,00 | 285 | 112 | 450 |6520 | 1850 |[26820| 180 | 7,09 | 1290 | 0,86 | IL+M01300-10
E-MTAC-RK-4SH-12 | 19 | -12 |3/4"| 282 | 111 [ 319 | 126 | 420 |6090 | 1750 (25370 | 210 | 8,27 | 1500 | 1,04 | IL+M01300-12
E-MTAC-RK-4SH-16 | 25 |-16 | 1" | 351 | 1,38 [ 381 | 1,50 | 385 | 5580 | 1750 (25370 | 220 | 8,66 |2040 | 1,37 | IL+MO01300-16
E-MTAC-RK-4SH-20 | 31 |-20 |1.1/4"| 42,2 | 166 |450 | 1,77 | 350 | 5070 | 1400 20300 | 420 |16,50 | 2435 | 1,64 | IL+M01400-20
E-MTAC-RK-4SH-24 | 38 |-24 |1.1/2"| 49,1 | 1,93 [ 524 | 2,06 | 300 |4350 | 1250 |18120 | 560 |22,05 | 3165 | 2,13 | IL+M01400-24
E-MTAC-RK-4SH-32 | 51 [-32 | 2" | 63,5 | 250 | 67,5 | 266 | 250 |3620 | 1000 |14500 | 700 |27,56 |4460 | 3,00 | IL+M01400-32

— ROCKMASTER"/13

ABRASAO, CONDICOES METEOROLOGICAS, CALOR

Medida

Referéncia da - - =
mangueira Diametro Diametro Pressao Pressédo min. raio Manguito
descarnada exterior servigo rebentamento  curvatura aplicavel

DN mm mm bar | psi | bar | psi | mm g/m Ib/ft

E-MTAC-RK-R13-04 | 6 | -4 |1/4" | 146 | 0,57 | 17,6 | 0,69 | 690 [10000|3250 47120 | 120 |4,72 | 645 | 0,43 al

E- MTAC-RK-R13-06 10 |6 [3/8"|174 069|204 |080 | 690 [10000|2900 [42050| 150 | 598 | 815 | 0,55 *

E-MTAC-RK-R13-08 | 12 | -8 |1/2"| 21,5 [ 085 | 245 | 096 | 620 |8990 | 2500 (36250 200 | 7,99 | 1125 | 0,75 *

E-MTAC-RK-R13-12 | 19 | -12 |3/4" | 29,0 | 104 | 31,8 | 1,25 | 350 | 5070 | 1950 |28270| 240 | 9,45 | 1620 | 1,09 | IL+M01300-12
E-MTAC-RK-R13-16 | 25 |-16 | 1" | 36,0 | 1,42 | 39,2 | 1,54 | 350 | 5070 | 1650 23920 | 300 |[11,81 [2195 | 1,47 | IL+M01300-16
E-MTAC-RK-R13-20 | 31 |-20 (1.1/4"| 46,0 | 1,81 | 48,8 | 1,92 | 350 | 5070 | 1500 |21750 | 420 |[16,50 | 3285 | 2,21 | IL+M01300-20
E-MTAC-RK-R13-24 | 38 | -24 (11/2"| 546 | 2,15 | 57,5 | 2,26 | 350 | 5070 | 1600 |23200| 500 |19,69 |4720 | 3,17 | IL+M01300-24
E-MTAC-RK-R13-32 | 51 |-32 | 2" | 684 | 269 | 72,0 | 2,83 | 350 | 5070 | 1500 {21750 | 630 |24,80 | 6825 | 4,57 | IL+M01300-32




Encanamentos mOVICONTROL Mangueira Hidraulica

JACKMASTER

PARA ALTA PRESSAO -750BAR

ﬁ (i
Medida I s + HIIIIIE
Referéncia da 2 2 = = 1 = :

mangueira Diametro Diametro Pressdo Pressdo min. raio Manguito

descarnada exterior servigo rebentamento  curvatura aplicavel

DN [Tam | Pol [mm | Pol | mm | Pol | bar | psi [bar | psi | mm | Pol | g/m | Ib/ft
6 | 4 [1/4"[127 [050 | 147 |058 | 725 |10500 | 1450 |21025 | 100 | 3,94 | 360 | 0,24 |MF+M03400-04
10 | -6 |3/8"|150 |059 |168 | 066 | 725 |10500 | 1450 |21025 | 127 | 500 | 395 | 0,26 |MF+M03400-06

XTRAFLEX™ /5000

ALTA FLEXIBILIDADE

—

Medida e‘; i +'mﬂ

Referéncia da = - - - .
mangueira Diametro Diametro Presséo Pressdo min. raio Manguito

descarnada exterior servigo rebentamento  curvatura aplicavel

DN [Tam | Pol | mm | Pol | mm | Pol | bar | psi | bar | psi | mm | Pol | g/m | Ib/ft
E-MTAC-XT5000-12 | 19 | -12 | 3/4"| 28,2 | 101 | 31,2 | 1,23 | 350 | 5070 | 1400 |20300| 120 | 4,72 | 1400 | 0,94 | IL+M01300-12
E-MTAC-XT5000-16 25 [ -16 | 1" ]| 351 | 1,38 | 381 | 1,50 | 350 | 5070 | 1400 |20300( 150 | 591 | 1950 | 1,31 | IL+M01300-16
E-MTAC-XT5000-20 | 31 | -20 |1.1/4"| 42,2 | 166 | 452 | 1,78 | 350 | 5070 | 1400 |20300| 350 | 13,78 | 2470 | 1,65 | IL+M01400-20

XTRAFLEX™/6000

ALTA FLEXIBILIDADE

Referéncia

mangueira Diametro Diametro Pressdo Pressédo min. raio Manguito
descarnada exterior servigo rebentamento  curvatura aplicavel

DN | Tam| Pol | mm | Pol [mm | Pol | bar | psi [ bar | psi | mm | Pol |g/m [Ib/ft
E-MTAC-XT6000-12 | 19 |-12 |3/4" | 282 | 1,11 [32,0 | 1,26 | 420 | 6090 | 1680 24360 | 170 | 6,69 | 1520 | 1,02 | IL+M01300-12
E-MTAC-XT6000-16 | 25 |-16 | 1" | 351 | 1,38 | 381 | 1,50 | 420 |6090 | 1680 (24360 [ 220 | 8,66 [2075 | 1,39 | IL+M01300-16
E-MTAC-XT6000-20 | 31 | -20 (1.1/4") 46,3 | 1,82 | 49,5 | 195 | 420 | 6090 | 1680 |24360] 267 (10,51 | 3725 | 2,50 | IL+M01300-20




Encanamentos mOVICONTROL Mangueira Hidraulica

Manqueira Termoplastica

HYDROPLAST

EN 855 R7

Referéncia

mangueira Diametro Diametro Pressdo Presséo min. raio Manguito
descarnada exterior servigo rebentamento  curvatura aplicavel

DN | Tam | Pol | mm | Pol [mm | Pol | bar | psi | bar | psi |mm | pol |g/m |Ib/ft
E-MTAG-R7-03 5 | -3 [316"] - - | 102|040 | 210 |3040 | 840 (12180 | 35 | 1,38 | 80 | 0,05 |MF+M00820-03
E-MTAG-R7-04 6 | -4 14" - - | 120 | 047 | 192 |2780 | 770 [11160| 50 | 197 | 95 | 0,06 |MF+M00820-04
E-MTAG-R7-05 8 | -5 |516"| - - | 143 | 056 | 187 | 2710 | 750 [10870| 55 | 207 | 135 | 0,09 |MF+M00820-05
E-MTAG-R7-06 10 |-6 |38 - - | 163 | 064 | 175 |[2530 | 700 |10150 [ 75 | 2,95 | 165 | 0,11 |MF+M00820-06
E-MTAG-R7-08 12 | -8 [12"] - - 1203 | 080 | 140 2030 | 560 (8120 | 95 | 3,74 | 225 | 0,15 |MF+M00820-08

HYDROTWIN

EN 855 R7

e+ R

Referéncia da
mangueira Didmetro Diametro Pressdo Pressdo min. raio Manguito

descarnada exterior servigo rebentamento  curvatura aplicavel

DN |Tam | Pol | mm | Pol | mm | Pol | bar | PSI | bar | PSI | mm | Pol | g/m | Ib/ft
E-MTAGT-R7-03G 5 3 |3/16"] - - 10,2 | 040 | 210 | 3040 | 840 | 12180 35 1,38 | 160 | 011 | MF+M00820-03
E-MTAGT-R7-04G 6 -4 | 14" - - 12,0 | 0,47 | 192 | 2780 | 770 | 11160| 50 1,97 | 190 | 013 | MF+M00820-04
E-MTAGT-R7-05G 8 | 5 |516" - - 143 | 056 | 187 | 2710 | 750 |10870| 55 | 2,17 | 270 | 0,18 | MF+M00820-05
E-MTAGT-R7-06G 10| 6 |3/8" = » 16,3 | 064 | 175 | 2530 | 700 | 10150 75 | 2,95 | 330 | 0,22 | MF+M00820-06
E-MTAGT-R7-08G 12| -8 |172" - - 20,3 | 0,80 | 140 | 2030 | 560 | 8120 | 95 | 3,74 | 450 | 0,30 | MF+M00820-08




Encanamentos

MOVICONTROL

Mangueira Hidraulica

Manqueira Industrial

Referéncia

ASTRO/2

EN 854 2TE
COMPATIBILIDADE COM VARIOS TIPOS DE FLUIDOS

mangueira Diametro Diametro Pressdo Pressdo min. raio Manguito
descarnada exterior servigo rebentamento  curvatura aplicavel
DN |[TAM | Pol [mm | Pol |mm | Pol | bar | psi | bar | psi | mm | Pol |g/m |Ib/ft

E-MTAG-ASTRO2:04 | 6 | -4 |1/4"| - - 130 (051 | 75 |1080 | 300 |4350 | 40 | 1,57 | 130 | 0,09 |MF+M00820-04
E-MTAG-ASTRO2-05 | g | -5 |5/16"| - - 146 [ 057 | 68 | 980 | 272 |3940 | 50 | 1,97 | 145 | 0,10 |MF+M00820-05
E- MTAG-ASTRO2-06 | 10 | -6 |3/8"| - 5 161 | 063 | 63 | 910 | 252 (3650 | 60 |2,36 | 180 | 0,12 |MF+M00820-06
E-MTAG-ASTRO2-08 | 12 | -8 |1/2"| - = 192 (076 | 58 | 840 | 232 |3360 | 70 |276 | 220 | 015 |MF+M00820-08
E- MTAG-ASTRO2-10 | 16 | -10 |5/8" | - s 236 | 093 | 50 | 720 | 200 (2900 | 90 | 3,54 | 290 | 0,19 |MF+M00820-10
E-MTAG-ASTRO2-12 | 19 | -12 3/4" = = 265 | 1,04 | 45 650 180 | 2610 | 110 | 433 | 365 | 0,24 |MF+M00820-12
E-MTAG-ASTRO2-16 | 25 [ -16 | 1" = = 334 | 131 40 | 580 | 160 [2320 | 130 | 512 | 525 | 0,35 |MF+M00820-16
E- MTAG-ASTRO2-20 | 31 | -20 1.1/4" g 5 415 | 163 35 500 140 | 2030 | 140 | 551 | 695 | 047 |MF+M00820-20

SPIRTEX/K

SAE 100 R4

MANGUEIRA DE ASPIRAGAO RESISTENTE AO VACUO

Medida
Referéncia da
mangueira Didmetro Diametro Pressédo Pressédo min. raio Manguito
descarnada exterior servigo rebentamento  curvatura aplicavel
DN |TAM | Pol | mm | Pol | mm | Pol | bar | psi [bar | psi | mm | Pol |g/m |Ib/ft
E-MTAS-CARB-10| 16 |-10 |5/8"| - E 26,0 | 102 | 21 300 | 64 | 930 | 96 |3,78 | 590 | 0,40 | MF+Mo00310-10
E-MTAS-CARB-12| 19 | -12 |3/4"| - = 290 | 114 | 21 300 | 84 | 1220 | 125 | 492 | 550 | 0,37 | MF+M00310-12
E-MTAS-CARB-16 | 25 | -16 | 1" = i 350 [ 1,38 | 17 | 250 | 70 | 1010 | 150 | 5,91 | 680 | 0,46 |MF+M00920-16
E-MTAS-CARB-20| 31 |-20 |1.1/4"| - - 42,0 | 165 14 200 56 810 | 200 | 7,87 | 840 | 0,56 |MF+M00920-20
E-MTAS-CARB-24| 33 |-24 (11/2"| - = 48,5 | 191 10 140 | 42 | 610 | 254 |10,00 | 1024 | 0,70 | MF+M00910-24
E-MTAS-CARB-32| 51 |-32 | 2" . . 61,5 | 242 7 100 | 28 | 410 | 300 |11,81 | 1420 | 0,95 | MF+M00910-32
E-MTAS-CARB-40| 63 |-40 |2.1/2"| - z 760 | 299 | 4 62 17 | 250 | 355 (13,98 | 2150 | 1,44 |MF+M03400-40
E-MTAS-CARB-48| 76 |-48 | 3" - - 88,0 | 3,46 4 56 16 230 | 457 (17,99 | 2850 | 1,91 |MF+M03400-48
E-MTAS-CARB-56 | 89 | -56 [3.1/2"| - - |103,0 | 406 | 3 45 12 | 180 | 530 |20,87 | 3450 | 2,31 &
E-MTAS-CARB-64 | 102 | -64 | 4" - - |50 (453 | 2 35 10 | 140 | 610 [24,02 | 3900 | 2,61 5




Encanamentos mOVICONTROL Mangueira Hidraulica

COVER

SAE 100 R5

MANGUEIRA PARA MULTIPLAS APLICAGOES
COBERTURA RESISTENTE AO DESGASTE

& | M o+ ]

Referéncia

mangueira Diametro Diametro Pressao Pressédo min. raio Manguito
descarnada exterior servigo rebentamento  curvatura aplicavel

DN [Tam | Pol | mm | Pol | mm | Pol | bar | psi | bar | psi | mm | Pol | g/m | Ib/ft
E-MTAG-COVR5-05 | 5 | -4 |3/16"| - - | 132 | 052 | 210 | 3040 | 840 |12180| 75 | 2,95 | 220 | 0,15 | MF+M00310-03
E-MTAG-COV-RS06 | 6 | -5 | 1/4"| - - | 148 | 058 | 210 | 3040 [ 840 |12180| 85 | 3,35 | 258 | 0,17 | MF+M00310-04
E-MTAG-COV-R5-08 8 | -6 (516" - - 171 | 0,67 | 157 | 2270 | 630 | 9130 | 100 | 3,94 | 310 | 0,21 | MF+M00310-05
E-MTAG-COV-R5-10 | 10 | -8 [13/32] - - | 194|076 | 140 | 2030 [ 560 | 8120 | 115 | 4,53 | 360 | 0,24 | MF+M00310-06
E-MTAG-COV-R5-12 | 12 | -10 | 1/2"| - - | 233|092 | 122 | 1760 | 490 | 7100 | 140 | 551 | 485 | 0,32 | MF+M00310-08
E-MTAG-COVR5-16 | 16 | -12 | 58" - - [ 273 107 | 105 | 1520 [ 420 | 6090 | 165 | 6,50 | 650 | 0,44 | MF+M00310-10
E-MTAG-COVRS-22 | 27 | -16 | 7/8"| - - | 312|123 | 56 | 810 | 224 | 3250 | 185 | 7,28 | 609 | 0,41 *
E-MTAG-COV-R5-28 | 28 | -20 |1.1/8"[ - - | 380|150 | 43 | 625 | 175 | 2530 | 229 | 9,02 | 795 | 0,53 *
E-MTAG-COV-R5-35 | 35 | -24 |13/8"| - - | 443 | 1,74 | 35 | 500 | 140 | 2030 | 265 | 10,43 | 1020 | 0,68 *
E-MTAG-COV-R5-46 | 46 | -32 |11316] - - | 561 | 2,21 | 24 | 350 | 98 | 1420 | 335 | 13,19 | 1420 | 0,95 *

Mola de proteccdo plastica (amarela) p/ mangueiras hidraulicas

_MATERIAL: POLIETILENO DE GRAN-DENSIDAD

Diam. Ext Diam.int W S

. — 20 16 2 20
! 2) 25 20,6 2.2 25

2 SB[ 32 27 2.5 30
b= 50 432 3.4 30

LL-J 75 66,2 4.4 45

90 80,2 4.9 45

J 110 99 55 45




